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Two-dimensional species-resolved, holographic interferometry has been used to measure 
absolute-line-density profiles of KrF laser ablation plumes in vacuum and gas. Laser ablation 
plumes are generated by focusing a KrF excimer laser (40 ns, 248 nm, ~0.8 J) on a solid 
aluminum target at a fluence of 2-5 J/cm’. Aluminum neutral absolute-line-density profiles are 
measured to characterize the interaction of ablated material with background gases versus 
vacuum. The interferograms are made using a 20 ns pulsed dye laser tuned near ( < f 0.020 nm) 
the 394.401 nm aluminum neutral transition from the ground state. Calculations have been 
performed to obtain absolute-line-density profiles from the resonant fringe shift data. Peak 
aluminum neutral line densities of up to 1 x 10” cm-’ have been measured for plumes in 
backgrounds of 14 mTorr and 1 Torr argo~n and in vacuum. 
Laser ablation has important applications in the depo- 
sition of thin films of nitride’ and oxide materials as well as 
the micromachining and etching of polymers.’ One of the 
crucial problems of laser ablation processing is the charac- 
terization of specific species in the ablation plume, in par- 
ticular the measurement of particle density and expansion 
velocity. Resonant absorption spectroscopy3’4 and hook 
spectroscopy5 have been used to measure species-specific, 
absolute-particle-line-density along a laser beam path while 
planar laser-induced fluorescence6 (PLIF) has given two- 
dimensional, species-specific, relative-particle-density pro- 
files. Species-resolved expansion velocities have been mea- 
sured using time of flight (TOF) emission spectroscopy,’ 
direct particle collection,* resonant absorption,J*41g laser- 
induced fluorescence4’i0’” (LIF) and PLIF.6 Plasma elec- 
tron density has been measured using laser interferometry 
in Refs. 12 (for laser ablation) and 13 (for a laser- 
triggered switch), and nonresonant, ultrafast-laser photog- 
raphy has been used to image polymer ablation plumes.‘4r’5 
Previous research by the authors’6”7 has utilized dye laser 
resonance absorption photography (DLRAP) to measure 
species-specific expansion velocities but did not yield par- 
ticle density estimates. 
In this letter, we present the first two-dimensional, 
species-specific, absolute-line-density profiles of excimer 
laser-ablated atomic aluminum neutrals using resonant ho- 
lographic interferometry. These measurements have been 
performed in both vacuum and argon gas backgrounds at 
pressures of 14 mTorr and 1 Torr. 
A simplified experimental configuration_ is shown in 
Fig. 1. A KrF excimer laser beam (40 ns, ~0.8 J, 248 nm) 
is focused ( -0.1 cm2, 2-5 J/cm2) onto an aluminum tar- 
get inside a turbomolecular-pumped vacuum chamber to 
form a plume of ablated aluminum. The target is 98.5% 
pure aluminum and is initially ablated 20-50 times to re- 
move oxide layers. The KrF excimer laser pulse energy is 
monitored by splitting off a fraction of the beam with a 
quartz flat (not shown) onto a calorimeter. A XeCl 
excimer-laser pumped dye laser (20 ns, ~5 mJ), tuned 
near (394.401 nm=t. ~0.020 nm) the Al(I) 3 2P,,2-4 2S’1,2 
transition from ground state, is split by an uncoated, 
quartz interferometry flat (shown) turned 70” from normal 
incidence. Both beams are then focused through an iris and 
expanded, with the object beam passing above the alumi- 
num surface. Additional mirrors are used to make the dif- 
ference in path lengths less than the coherence length of 
the dye laser (estimated at about 5 cm) and recombine the 
two beams at a holographic plate (Agfa-Gevaert 8E56) 
with an angular difference of about 8”. 
To make the holographic interferogram, the dye laser 
is pulsed twice. The ablation plume is present for one of the 
two dye laser pulses and a rotatable mirror in the reference 
beam is turned slightly between pulses to produce straight, 
background fringes. Four separate, double-pulsed 
interferograms are taken on each 4~ 5 in. holographic 
plate. A HeNe laser beam is used to reconstruct and en- 
large each interferogram onto Polaroid 667 film. 
The index of refraction of a neutral gas is a weak func- 
tiont8 of/z except near resonances of the component atoms 
and molecules. For a Maxwell-Boltzmann distribution of 
gaseous particles in equilibrium, MeasuresI derived the 
fringe shift, (As/s), per unit line-integrated-density, G, 
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FIG. 1. Schematic of experimental configuration. Vacuum chamber not 
shown. 
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FIG. 2. Fringe shift per line density, (As/s)/NL, as a function of M  
= (A-&) for the neutral aluminum line &=394.401 nm. Assumes in- 
finitesimal laser bandwidth. 
where fik is the oscillator strength of absorption for the 
electronic transition with wavelength /2,, P” is the classical 
electron radius, 
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27-K a04 
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u is the particle velocity, T is the Maxwell-Boltzmann 
equilibrium temperature, M  is the mass of the species of 
interest, and yjk is the damping constant, which is the sum 
of the natural, Lorentz, Holtzmark, and Stark broaden- 
ings. The variable, y, represents the velocity component of 
the resonant atoms in the direction of the propagating light 
and thus the integration in Eq. 1 takes into account Dop- 
pler broadening. 
In this work, the plumes are considered quasi- 
Maxwellian in nature, with an estimated neutral tempera- 
ture’OJ” in the range of 0.1-1.0 eV, and thus the above 
theory is applicable. In addition, a resonant ( 1 A/2 I&O.020 
nm) and a nonresonant (0.5~ 1 A;l I< 1.5 nm) holographic 
interferogram are taken for each experimental condition. 
The difference in fringe shift at each position on the holo- 
graphic interferograms is then due to the resonant fringe 
shift given in Eq. 1. For the experimental conditions re- 
ported here, no nonresonant fringe shift was observed. 
Measure’s expression for (hs/S)/NiL is graphed ver- 
sus Ad in Fig. 2 for three different temperatures using the 
3 2P1,2-4 2S,,2 Al(I) transition from ground state, where 
/zc= 394.401 nm and fik=O. 115. For the experimental con- 
ditions presented here, the natural broadening is greater 
than the Lorentz, Holtzmark and Stark broadenings and it 
is small enough that the integral in Eq. 1 is insensitive to cc. 
As shown in Fig. 2, this diagnostic is most sensitive for 
) MI ~0.002 nm, but that is also the region of largest 
uncertainty due to the uncertainty in the plume tempera- 
ture and the uncertainty in experimentally determining 1,. 
The importance of these uncertainties diminishes for 
Ih/r I aO.005 nm because the calculated values of (As/s)/ 
NiL for these three plume temperatures merge together as 
IMI increases. 
As Fig. 2 indicates, the direction of the fringe shift on 
the interferogram changes (e.g., toward or away from the 
Ablation Plume 








FIG. 3. (a) Photographic orientation. (b) Holographic interferogram at 
4.00 ps and 1 Torr argon using A/l= -0.006 nm. (c) Equiline-density 
profiles of (b). Dashed line is shock wave. Solid lines are single fringe 
shifts where each represents an incremental line-density of 1.4X lOi 
cm-‘. (d) Equiline-density profiles in vacuum at 0.50 ps using AL= 
+O.OlO nm. Solid lines represent an incremental line-density of 2.4X lOI 
cm-‘~ (e). Equline-density profiles at 1.00 ~LS and 14 mTorr argon using 
AL= 10.006 nm. Solid lines represent an incremental line-density of 1.4 
~10’~ cm-*. FIuence of 2-3 J/cm2 for (b), (c), (d), and (e). 
target) depending on the sign of A/Z; this has been ob- 
served. Since the direction of the fringe shift on the inter- 
ferogram is also dependent on the direction the rotatable 
mirror is turned, the outcome of the fringe shift on the 
interferograms can be predetermined. Experimentally, ilo is 
determined by taking several interferograms at wave- 
lengths near the resonance. The interferogram with the 
least amount of fringe shift, the most absorption and which 
shows the reversal of the fringe shift direction represents ilo 
for that experimental run. 
Equation ( 1) and Fig. 2 also assume an infinitesimal 
laser bandwidth. The bandwidth of our dye laser [full 
width at half-maximum (FWHM) of the laser intensity] is 
about 0.0031 nm, which is on the order of the features in 
Fig. 2. For large I A/z I, (As/s)/NiL is nearly constant over 
the range of the laser bandwidth so Eq. ( 1) and Fig. 2 can 
be used directly. However, for small I A/Z 1, (As/s)/ NiL 
varies significantly over the range of the laser bandwidth so 
Eq. ( 1) is only useful as a rough approximation. A more 
detailed theory for holographic interferogram interpreta- 
tion accounting for finite laser bandwidth at smaller I Ail I 
is presently being investigated. In this letter, it is assumed 
that Measure’s theory is a good approximation for the 
wavelength range I A;l I>O.O06 nm. 
Figure 3(b) shows a holographic interferogram of a 
laser ablation plume, taken at 4.00 ps in 1 Torr of argon 
using A;1= -0.006 nm, and Fig. 3 (a) shows the photo- 
graphic orientation. A shock wave is visible as a border 
around the ablation plume and the ablated Al neutrals are 
observed inside the shock front. This is consistent with 
Ref. 16 where ablated aluminum neutrals were observed 
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using DLRAP to reside within the shock wave. Unlike 
Ref. 16, however, shock waves were observed at 1 Torr 
using resonant holographic interferometry whereas shock 
waves were not observed below 5 Torr in Ref. 16 using 
DLRAP. 
In order to interpret the data, fringes shift, As/s, is 
measured as the perpendicular distance a fringe has devi- 
ated from the straight, background fringes, As, divided by 
the background fringe spacing, s. Figure 3 (c) shows an 
equiline-density profile for the interferogram shown in Fig. 
3 (b) . The aluminum neutral plume is shaped like a mush- 
room cloud with a peak absolute-line-density of about 
6~ lOI cm-’ (assuming a plume temperature of 0.3 eV) 
located away from the target surface. Reference 6 at-- 
tributes the mushroom shape of their copper ablation 
plume to the combination of exothermic condensation of 
the atoms to the dimer and the vortex induced by the 
directionally expanding laser ablation plume into the back- 
ground gas. Since the diameter of the plume in Fig. 3 (c)is 
about 1 cm, the peak average-particle-density is about 
6~ 1014 cm-s, which is in good agreement with recent 
particle density measurements using absorption spectros- 
copy,3*4 hook spectroscopy,’ and planar-laser-induced- 
fluorescence (PLIF) .6 
Figure 3(d) shows an equiline-density profile for an 
interferogram taken at 0.50 ps in vacuum (0.2 mTorr air) 
using h/z= +O.OlO nm. The blank space between the tar- 
get surface and the equiline-density profile represents a seo 
tion of the interferogram where the fringe shifts were un- 
readable due to absorption. The peak line-density in this 
inteferogram is about 1 X 10” cme2, which is the maxi- 
mum line-density measured in this work. 
Figure 3 (e) shows an equiline-density profile for an 
interferogram taken at 1.00 pus in 14 mTorr of argon using 
M. = - 0.006 nm. The peak line density is about 3 x 1014 
cmW2 and is located away from the target surface. 
A time sequence of interferograms taken at all three 
pressures reveals that the peak line-density on a given in- 
terferogram is attached to the target surface at earlier 
times, detaches from the surface at a time dependent upon 
the background pressure and the fluence, and then moves 
away from the surface. As the aluminum neutrals expand 
and at higher background pressures form molecules, the 
peak aluminum neutral line-density observed decreases and 
the line-density profile appears to recede back to the target 
surface. The resonant interferogram time scans are consis- 
tent with the DLRAP pressure scans in Ref. 16, showing 
that plume expansion is retarded with increasing back- 
ground gas pressure. 
The general shape of the aluminum neutral line- 
density profiles is consistent within each data run, but the 
observed changes from run-to-run are apparently depen- 
dent upon experimental parameters such as fluence mag- 
nitude, fluence uniformity, background pressure, and the 
distance from the laser focal lens to the target.6 For exam- 
ple, the evolution of a mushroom cloud was observed at 1 
Torr while the evolution of an asymmetric, expanding el- 
lipsoid was observed in vacuum. 
In conclusion, the resonant holographic interferometry 
diagnostic has been shown to yield absolute-line-density 
profiles of laser-ablated neutral aluminum plumes in vac- 
uum and in argon at pressures of 14 mTorr and 1 Torr. 
This diagnostic should prove useful to applications includ- 
ing laser-machining and laser-ablative deposition of thin 
films. Resonant holographic interferometry has been used 
by the authors at higher pressures of argon (35 Torr) and 
in argon rf plasmas. These results will be presented in a 
future paper. 
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